
National Security Cutter (NSC)
• 425 ft / 3,686 LT / 28 kts max

Fast Response Cutter (FRC)
• 130 ft / 198 LT / 30 kts max

Offshore Patrol Cutter (OPC)
• 341 ft / 2,921 LT / 22 kts max

New Cutters



National Security Cutter (NSC)

• Keel up Design to Meet National Defense and Coast Guard Specific
Mission Requirements

• Carries:
– Long Range Interceptor
– Short Range Prosecutor
– VUAV / Helo Deployment Combinations

NSC Characteristics

General Characteristics (Notional):
• Length 425 FT
• Displacement 3,982 LT
• Maximum Beam 54 FT
• Draft, Full Load 21 FT
• Max Speed 29 KTS
• Endurance 60 Days
• Range 12,000 NM 
• Crew Berthing 126 
• Boat Facilities Dual Stern Launch Ramp, Can Carry up to

Two 11 M Long Range Interceptor Boats
• Aviation Facilities Dual Helo Hanger Capability Combination

of MCH, HH-60, SH-60, CH-46, MH-60 
• Weapons SeaRAM, 57 MM, .50 Caliber
• Replenishment Fueling at Sea, Vertical Replenishment
• Propulsion CODAG, 1 Gas Turbine, 2 Diesels



Fast Response Cutter (FRC)
(Future System)

FRC Characteristics

General Characteristics (Notional):
• Length 130 FT
• Displacement 198 LT
• Maximum Beam 21.8 FT
• Draft, Full Load 7.33 FT
• Max Speed 30 KTS
• Endurance 7 Days
• Range 5,000 NM
• Accommodations 19
• Typical Operating Crew 15
• Propulsion (2) 3,800 BHP Diesel Engines

• Mission Modules (Provisions for) 1 Aft
• Weapons – Stabilized 30MM and .50 Caliber Guns
• Stern Ramp Accommodates 1 Short Range Prosecutor (SRP)
• Replenishment – Fueling at Sea, Vertical Replenishment
• Increased Habitability – 2/4-Person Staterooms
• High Commonality with National Security Cutter (NSC) and 

Offshore Patrol Cutter (OPC)
• Reduced Signature Through Shaping (RCS)
• Standard Tow Bitt
• 3600 Bridge

30mm Gun

Stern Ramp


